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WEDA Dust Control
The perfect seal for container venting

Feed containers (and other containers) are generally aerated and vented using a pipe nozzle. The problem 
here, however, is that the dust that results from dosing the meal into the container can escape through the 
vent pipe. This makes the feed preparation area very dirty. 

When the feed is pumped out of the feed container, the container must be supplied with air in order to 
prevent any underpressure for which the container is not designed. 

Some competitors work with product solutions that could lead to the following problems:

Competitor product     Problem
Vent pipe is displaced outwards. The pipe may clog from the dust and become blocked. In 

addition, the air outside the stable is not always clean and 
free of germs, because, for example, the stable exhaust air 
is blown out right next to the vent pipe.

Siphon The intake and exhaust air is guided through a water bath 
in order to free it of dust. The water bath must, however, be 
continuously refilled and cleaned, since it would otherwise 
clog very quickly.

Problems with competitor products

With the Dust Control, WEDA has developed a product solution that is low maintenance, easy to clean,       
hygienic, and reliable in function. How the WEDA Dust Control works:

WEDA has provided a metal disk with three or more 
“legs”. This disk lies on the top of the vent pipe. The 
legs protrude into the pipe to prevent the disk from 
falling in. If the feed container is then quickly filled 
with a large volume of water, the air will escape 
through the vent pipe. This pressure is large enough to 
lift the disk up. The “legs” prevent the disk from falling 
down. 

There is also a limiter attached to the top of the vent 
pipe so that the disk cannot be pushed too far up-
wards. When the dosing process is finished, the pres-
sure will have escaped from the container and the disk 
will fall again onto the vent pipe to close it.

If, after quickly dosing the liquids, the dusty, dry com-
ponents are normally metered in using augers, the 
pressure created in the container is very low.
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Finally an almost dust-free feed preparation area

WEDA Dust Control

Advantages of the WEDA Dust Control:

�� Reduction of dust development in the feed preparation area by approx. 95% 
�� Thereby, a significant reduction of the stable staff’s effort and time, because the area needs to be      

 cleaned less as frequently.
�� Considerably reduced adverse effect on stable staff’s health due to the high level of dust  

 reduction
�� Low maintenance and reliable in function
�� Easy to clean
�� Hygienic
�� Cost-effective

The disk on the vent pipe lifts only slightly as needed. Most air can escape through the augers that dose the 
meal. This allows almost no dust to escape into the area outside the container.

When the feed or liquid is pumped out of the container, air must flow in as described above. For this rea-
son, holes are cut into the disk located on the vent pipe. These holes are in turn closed from below with a 
smaller disk and a spring. Due to the underpressure that exists in the container when the pump removes 
the liquid, the small disk is pulled down against the spring, freeing the holes in the seal disk. Air can now 
flow from the feed preparation area into the container. As soon as the pump stops, and the underpressure 
subsides, the spring pushes the small disk upwards again and closes the holes. The container is tight again.

To clean the stop valve, simply move the upper limiter, which is held in place via a wing nut, to the side. 
Now simply remove the stop valve and clean it. The vent pipe should be made of transparent material so 
that it is apparent when it must be cleaned. We recommend that our customers inspect it once per week.

Image 1: Closed Image 2: Pressure balance 
              (overpressure)

Image 3: Pressure balance 
              (underpressure)
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